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Lithium battery test summary according to UN38.3 sub-section 38.3.5 

(a) Manufacturer: MAN Truck & Bus SE 

(b) Manufacturer’s contact 
information: 

MAN Truck & Bus SE 
Vogelweiherstraße 33 
90441 Nürnberg 
+49 911 420 0 
imprint@man.eu 
https://www.mantruckandbus.com/ 

(c) Test laboratory: Porsche Engineering Services GmbH 
Etzelstr. 1 
74321 Bietigheim-Bissingen 
+49 711 91111500 
info@porsche-engineering.de 
https://www.porscheengineering.com/peg/de/ 

(d) Test Report identification 
no. 

Testreport UUID 5050344 
Testreport UUID 5050346  
Testreport UUID 5050350 
Testreport UUID 5509638 

(e) Date of test 06.12.2024/ 04.07.2025 

(f) Description of battery MBP 203 MBP 303 MBP 403 

Lithium ion battery Lithium ion battery Lithium ion battery 

575 Kg 602 Kg 629 Kg 

89 kWh 89 kWh 89 kWh 

<L>39 383 4835 <L>82 220 7310 <L>84 656 0932 

180s 1p 180s 1p 180s 1p 

(g) Conducted tests Overcharge Passed  

Over-discharge Passed 

External short circuit Passed 

(h) Reference to assembled 
battery testing req 

38.3.3(g) 

(i) Applied standard ST/SG/AC.10/11/Rev.8 Manual of Tests and Criteria, 8th revised 
edition, Part III, section 38.3 Lithium metal and Lithium ion 
batteries 

(j) Responsible person Dr.-Ing. Michael Bernath 
Global Section Head for Stack and Cell in TRATON R&D 
 

 


